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VEX-K320-Z
Explosion Proof keyboard with Joystick

The Art of Surveillance
®

Key Features:

• ATEX, IECEx certified
• Stainless steel 304 or 316L corrosion proof for marine area
• Enclosure Protection: IP66
• Ex ib IIC T6 Gb/Ex ibD 21 ip66 T80°C
• Fit for gas zone 1, zone 2, dust zone 21, 22
• Power input: DC12V

CERTIFICATE

Certificate Mark Ex ib IIC T6 Gb/ Ex ibD 21 IP66 T80°C

Apply Zone IIA IIB, IIC , Gas zone 1, zone 2; dust zone 21, 22.

MECHANICAL

Enclosure Stainless steel 304 or 316L

IP IP66

ELECTRICAL

Voltage DC 12V

Power Less than 12w

Current ≤1000mA

AMBIENT

Ambient temperature -25 to +60°C 

Air pressure 80Kpa to 106Kpa

Relative Humidity ≤ 95% (no condensation)

COMMUNICATION

Communication RS485, 

protocol Support Pelco-D, Pelco-P

Communicate Rate 2400~19200bps

GENERAL

Function PTZ control, wiper, zoom, aux, display switch ect

Connection Aviation connector

Size 336*256* 201 mm (13.23" x 10.08" x 7.91")

Weight 4.35kg (9.57lbs)

Specifications:

Dimensions


